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High-Speed-HDMI™-Verlängerungskabel mit Ethernet High Speed HDMI™ Extension Cable with Ethernet
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- Besonders praktisch zum Verlängern bereits vorhandener oder fest 
   verlegter, schwer zugänglicher HDMI™-Anschlüsse
- Das Kabel ermöglicht eine hochauflösende Bildübertragung mit 
  Ultra HD bei bis zu 8K @ 60 Hz (abwärtskompatibel) 

Anschluss 1:  HDMI™-Stecker (Typ A)
Anschluss 2:  HDMI™-Buchse (Typ A)
Knickschutz:  ja, beidseitig
Kabeltyp:   Rundkabel
Max. Übertragungsrate: 48 Gbit/s

- Especially handy for extending existing or fixed, hard-to-reach HDMI™ 
  connections
- The cable is suitable for high-resolution image transmission with Ultra HD at 
  up to 8K @ 60 Hz (backward compatible) 

Connection 1:   HDMI™ plug (Type A)
Connection 2:   HDMI™ plug (Type A)
Kink protection:   yes, both sides
Cable type:   round cable
Max. data transmission rate:  48 Gbit/s

Leiter/Conductor: Kupfer/copper 1/0.254±0.008
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Isolierung/Insulation: F-PE, (1.15-2.10)*1.2±0.005
Leiter/Conductor: Zinn-Kupfer/tinner copper 1/0.254±0.008
Leiter/Conductor: Kupfer/copper 1/0.254±0.008
Isolierung/Insulation: F-PE, 0.65±0.05
Leiter/Conductor: Kupfer/copper 1/0.254±0.008
Isolierung/Insulation: HDPE, 0.55±0.05
Leiter/Conductor: Zinn-Kupfer/tinner copper 1/0.32±0.008
Leiter/Conductor: Kupfer/copper 1/0.32±0.008
Isolierung/Insulation: HDPE, 0.70±0.05
Leiter/Conductor: Kupfer/copper 1/0.254±0.008
Schirmung/Shielding: AL/Mylar 16/8/0.12±0.008
Mantel/Jaket: schwarz PVC /black PVC

Artikel-Nr | Item no. Länge | Length
76268 500 ± 30 mm
76269 1000 ± 30 mm
76270 1500 ± 30 mm
76271 2000 ± 30 mm
76272 3000 ± 50 mm
76273 5000 ± 100 mm


